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'ANCHOR BOLTS. (NOTE: 1-3 IN PVC 90 DEGREE BEND)
CINSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)

D-3(2)
16*°x 78"
.DUAL FACED

i, 12

st 24"x5I 3 24*X51* 24"x51" 24°X51"
[{N Maln ﬂ SHIELD SHIELD SHIELD SHIELD
D-3(2) - ASSEMBLY ASSEMBLY ASSEMBLY ASSEMBLY

16"%x60"
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CONSTRUCTION DETAILS

INSTALL 8-PHASE NE'MAl SIZE 6 BASE-;MDUNTED CABI_NET AND ALL NECESSARY EQUIPMENT
(NOTE: 2-4 IN. PVC, AND 2-3 IN. PVC BENDS)

CINSTALL 27 FT. STEEL POLE WITH TWIN 50 FT.'S MAST ARMS. VEHICLE SIGNAL HEADS. SIGNS. 20~FT. LIGHTING ARM

WITH 250 WATT H.P.S, LUMINAIRE, 1 INCH GALVANIZED CONDUIT RISER (FOR_PHONE DROP), CONTROL & DISTRIBUTION
(INCLUDING 2 INCH GALVANIZED CONDUIT RISER), WEATHER HEAD, AND 4 — 134 IN. X 66 IN. ANCHOR BOLTS. ‘
(NOTE: 2-3 IN PVC S0 DEGREE BENDS) S ‘

INSTALL 27 FT. STEEL POLE WITH TWIN 50 FT. MAST ARMS, VEHICLE SIGN.AL HEADS, SIGNSs AND 4 — 134 IN. X 66 IN.

INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)

INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED PRIOR TO ROADWAY RESURFACING)
 INSTALL HANDHOLE | i |

§ INSTALL" 24 IN. WHITE HEAT—-APPLIED THERMDPLJASTIC'_ PERMANENT PAVEMENT MARKING FOR STOP LINES

INSTALL 12 IN. WHITE HEAT-APPLIED THE':RMOP_LEASTIC PERMANENT PAVEMENT MARKING FOR CROSSWALKS

. REMOVE AND DISPOSE OF STEEL STRAIN POLE. SIGNAL HEADS AND CABINET
PROPOSED OVERHEAD POWER FEED BY CONECTIV = |
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CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.
IF THE CONTRACTOR PERCEIVES THAT A CONFLICT EXISTS BETWEEN

THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR
SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE
CONFLICT MAY BE RESOLVED.

ALL PROPOSED SIGNAL EQUIPMENT SHALL BE- INSTALLED TO FINAL GRADE.
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' d AERTAL LINE HEIGHTS ‘ '
: q : Y/ — NEUPTRRIAr\iAR{*{3—-12SK1 v (40°~3") GENERAL NOTES | N o
B il T . (31717 1. THE CONDUITS SHOWN ARE TO BE INSTALLED PRICR TQO THE RESURFACING
LI ¢ ~—f~=s STREET LIGHT FEED (30'~10") | 4
||_ \ _ 'q:,' I‘ / | . gg;Nng(é?f?,n?”, OF MD 20 AND MD 445.. o : .
, _ - o
\ . B! ¢ —1— CABLE TV (26'~11") 2. THE CONTRACTOR SHALL. VERIFY THE LOCATION OF NEW GEOMETRICS
: : i ,t‘ —t— TELEPHONE (25’-1") PRICR TO INSTALLATION OF NEW SIGNAL EQUIPMENT.
o 4 L)
{ : \ > _;‘%1_ ' , . . 3. WITHIN 18 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR
(b‘ ‘\ S i SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND.
| o \ ' .
‘“!/ \ ‘:‘l 4. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
i
P '1‘ \ N SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO
! i
i
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4 \ | ARE APPROXIMATE AND MAY NOT BE COMPLETE. THE CONTRACTOR
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